
8.1 Extract:Base Bottom Roller Systems
Technical Information

Sliding Door Systems 

Beyerle US  L.L.C
.



Fittings for sliding doors 
in accordance  
with DIN EN 1527 : 1998
The testing institute ift Rosenheim has suc-
cessfully tested our ABP-Beyerle sliding door 
systems for glass or wooden doors.

The assessment tests apply for the systems: 

1. Top Hung Systems (~22 N = 5 lbf): 

     SOLID TRACK

     Flatec I, Flatec II, Unotec Home, Duetec 

     Tritec, Antra I, Antra II among others. 

     HOLLOW TRACK

     Flatec IV (Slick 1), Flatec V (Slick 2), 

     Project (Slick 3) among others. 

2. Base Bottom Roller Systems (~3 N = 0.7 lbf): 

     Silent Glam, Belans 

Model, program, technical modifications, information and errors are excepted. The right to make design or specification changes is reserved at any time.

1.        2.       3.        4.      5.       6.        7.    8.      9. 

 
 

 

 

 
 

Certified by ift Rosenheim, Germany

1.      2. 3. 4. 5. 6. 7. 8. 9. 

Duration of functional ability: 
100,000 cycles 

Door mass:  
     Top Hung Systems 220 lbs (100 kg), 

     Duetec 132 lbs (60 kg)

     Bottom Roller Systems 330 lbs (150 kg) 

Corrosion resistance:  
240 h salt spray fog test  
in accordance with EN 1670 

Initial friction:  
less than or equal to 40 N 

The standard has different grades or groups which are named in the table/chart.
  

(1. , 4. , 5. , 7. , don‘t work for the sliding door
 as the standard can be used for folding doors as well). He requires less than or equal to 40 N (with a 100 kg door) 

1.        2.       3.        4.      5.       6.        7.    8.      9. 

2. Duration of functional ability: 
    100,000 cycles 

3. Door mass:  
    100 kg, (Duetec 60 kg) 

    (150 kg for Bottom Roller)

6. Corrosion resistance:  
    240 h salt spray fog test  
    in accordance with EN 1670 

8. Type of door:

     Sliding door

9. Initial friction:  
    less than or equal to 40 N 
    (with a 100 kg door) 

The effective results for the initial friction:  
 
Top Hung Systems (100 Kg) 
in average approx. 22 N = 5 lbf  
 
Bottom Roller Systems (150 Kg) 
in average approx. 3 N = 0.7 lbf
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Base bottom roller

Silent Glam Belans

Full Moon Q-Box

Silent Glam – design with a large 
range of colour options

Belans – the property fitting

 
A round look with height adjustment Square roll – modern design 

combined with sophisticated 
technology

Base bottom roller sets
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Complete sets, for glass doors t = 5/16“ - 1/2“
Complete sets, for wooden doors t = 11/2“ - 13/4“, consisting of:

1 guide profile, aluminum stainless steel optic USO82EO 
for ceiling mountings
1 stopper set USO82 -S
1 runner profile without drilling holes, 
satin stainless steel, USO86.2EF length: see table
1 pair of bottom rolls, satin stainless steel, USO400EF (glass)
1 pair of bottom rolls, satin stainless steel, USO401EF (wood)
with two decorative inlays USO280EF
1 Allen key (SW2,5), Z927
1 installation instruction

Glass-Set track rail length passage width
Numbers inch inch
USO380-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO380-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO380-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO380-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

Wood-Set track rail length passage width
Numbers inch inch
USO381-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO381-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO381-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO381-2600EF 102 3/8“ 44 1/2“ - 49 3/16“
 Maximum door weight 330 lbs (150 kg)
 Please find planning guides and installation instructions 
 at www.ambaproducts.com
+ For special length rails, other individual 
 components and accessories refer to page 66 - 70
 adjustable height  + 1/4“
 Tested according to EN1527:2013

Set Silent Glam
Standard set for glass and wooden doors


UpGrade


 tested

+
height 

USO80.2_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

13⁄16"

¼" 3⁄8"

2 3⁄16"3⁄16"

1 9⁄16"

1 1⁄16"

3 11⁄16"

 ≤100"

9⁄16" 1 ¾"

USO81.1_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

13⁄16"

¼"
3⁄8"

1 1⁄16"3⁄16"

5⁄16"

¾"

 ≤ 100"

9⁄16"
1 ¾"

3 11⁄16"
USO80.1_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4"

ø 4 13⁄16"

3 5⁄16"

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

US80.1 glass drilling pattern_US

R 1 ¾ "
15⁄16 "15⁄16 "

R 1 ¾ "

1"1"
¾ " ¾ "

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

USO80.2- wood drilling pattern_US

1 5⁄16" 1 3⁄16"1 3⁄16"

 4 "

1"
1 ¾"

4"

 1"

1 5⁄16"1 3⁄16"1 3⁄16"

9⁄16" 9⁄16"

R 1 ¾"R 

USO80.1_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4"

ø 4 13⁄16"

3 5⁄16"

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

USO80.2- wood drilling pattern_US

1 5⁄16" 1 3⁄16"1 3⁄16"

 4 "

1"
1 ¾"

4"

 1"

1 5⁄16"1 3⁄16"1 3⁄16"

9⁄16" 9⁄16"

R 1 ¾"R 

Base bottom roller sets
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You have many design options in the choice of colors for inlays with our „Silent Glam“ bottom roller. 
Choose from various materials for your very own personal design - to match your interior.

Inlays Silent Glam

Outer inlay - 
black glass, USO281G004

Center inlay - 
white glass, USO280G003

Outer inlay  - 
black glass, USO281G004

Center inlay - 
satin stainless steel, USO280EF

Base version
Center inlay - satin stainless steel, 

USO280EF

Outer inlay - 
white glass, USO281G003

Center inlay - 
black glass, USO280G004

Customized design.

Customized design.

Customized design. Customized design. Customized design.
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Set Belans

Complete sets, for glass doors t = 5/16“ - 1/2“
Complete sets, for wooden doors t = 11/2“ - 13/4“, consisting of:

1 guide profile, aluminum stainless steel optic USO82EO
1 stopper set USO82 -S
1 runner profile without drilling holes, satin stainless steel,
USO86.2EF, length: see table
1 pair of bottom rolls, satin stainless steel, USO404EF (glass)
1 pair of bottom rolls, satin stainless steel, USO405EF (wood)
1 Allen key (SW2,5), Z927
1 installation instruction

Glass set track rail length passage width
Numbers inch inch
USO384-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO384-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO384-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO384-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

Wood set track rail length passage width
Numbers inch inch
USO385-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO385-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO385-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO385-2600EF 102 3/8“ 44 1/2“ - 49 3/16“
 Maximum door weight 330 lbs (150 kg)
 Please find planning guides and installation instructions 
 at www.ambaproducts.com
+ For special length rails, other individual 
 components and accessories refer to page 66 - 70
 adjustable height + 3/64“ / 5/64“ / 1/8“
 Tested according to EN1527:2013

Standard set for glass and wooden doors

USO81.1_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4"

3 3⁄16"

ø 4 13⁄16"

USO81.2_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4"

3 3⁄16"

ø 4 13⁄16"

USO81.1_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

13⁄16"

¼"
3⁄8"

1 1⁄16"3⁄16"

5⁄16"

¾"

311⁄16"

 ≤100"

9⁄16"
1 ¾"

USO81.2_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

13⁄16"

¼"
3⁄8"

2 ¼"3⁄16"

1 9⁄16"

1 1⁄16"

311⁄16"

 ≤100"

9⁄16" 1 ¾"

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

US80.1 glass drilling pattern_US

R 1 5⁄16 "
11⁄16 "11⁄16 "

R 1 5⁄16 "

15⁄16"15⁄16"
11⁄16 " 11⁄16 "

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

R 1 5⁄16 "
11⁄16 "11⁄16 "

R 1 5⁄16 "

1 5⁄16" 1 3⁄16"
1 3⁄16"

1 5⁄16"1 3⁄16"
1 3⁄16"

9⁄16" 9⁄16"

USO81.2- wood drilling pattern_US


UpGrade


 tested

+
height 

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

R 1 5⁄16 "
11⁄16 "11⁄16 "

R 1 5⁄16 "

1 5⁄16" 1 3⁄16"
1 3⁄16"

1 5⁄16"1 3⁄16"
1 3⁄16"

9⁄16" 9⁄16"

USO81.2- wood drilling pattern_US



: 60

Set Deeply Move

Complete sets
for glass doors t = 5/16“ - 1/2“
for wooden doors t = 11/2“ - 13/4“ consisting of:

1 guide profile, aluminum stainless steel optic USO82EO
1 stopper set USO82 -S
1 runner profile without drilling holes, satin stainless steel,
USO86.2EF, length: see table
1 pair of bottom rolls, satin stainless steel, USO184EF (glass)
1 pair of bottom rolls, satin stainless steel, USO185EF (wood)
1 Allen key (SW 4,0), 65 20 00.0001
1 installation instruction

Glass set track rail length passage width
Numbers inch inch
USO386-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO386-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO386-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO386-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

Wood set track rail length passage width
Numbers inch inch
USO387-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO387-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO387-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO387-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

 Maximum door weight 176 lbs (80 kg)
 Please find planning guides and installation instructions 
 at www.ambaproducts.com
+ For special length rails, other individual 
 components and accessories refer to page 66 - 70

Standard set for glass and wooden doors

Base bottom roller sets

1 29⁄32”
5⁄16”

3 15⁄16”

1 29⁄32”
5⁄16”

3 15⁄16”

2 9⁄16”

1 5⁄8”5⁄16”

Ø

3 15⁄16”

2 9⁄16”

1 5⁄8”5⁄16”

Ø

3 15⁄16”

112.00140

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 08.2014
© by ABP-Beyerle GmbH

1”

1 ¾”

1½” - 1¾”

5⁄16”

3⁄32”

-US

13⁄16”

112.00099

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 08.2014
© by ABP-Beyerle GmbH

1”

1 ¾”

5⁄16” - ½”

5⁄16”

3⁄32”

-US

13⁄16”
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Set Full Moon

Complete sets
for glass doors t = 5/16“ - 1/2“
for wooden doors t = 11/2“ - 13/4“ consisting of:

1 guide profile, aluminum stainless steel optic USO82EO
1 stopper set USO82 -S
1 runner profile without drilling holes, satin stainless steel,
USO86.2EF, length: see table
1 pair of bottom rolls, satin stainless steel, USO402EF (glass)
1 pair of bottom rolls, satin stainless steel, USO403EF (wood)
1 Allen key (SW 4,0), 65 20 00.0001
1 installation instruction

Glass set track rail length  passage width
Numbers inch inch
USO388-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO388-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO388-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO388-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

Wood set track rail length  passage width
Numbers inch inch
USO389-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO389-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO389-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO389-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

 Maximum door weight 330 lbs (150 kg)
 adjustable height, + 1/4“
 Please find planning guides and installation instructions 
 at www.ambaproducts.com
+ For special length rails, other individual 
 components and accessories refer to page 66 - 70

Standard set for glass and wooden doors

+
height 

29⁄32”

2 5⁄8”

3 15⁄16”

4 5⁄16”

3 15⁄16”

 ¼”

29⁄32”

2 5⁄8”

3 15⁄16”

112.00079

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 08.2014
© by ABP-Beyerle GmbH

1 3⁄16”

2”

5⁄16” - ½”

5⁄16”

1⁄8”

-US

13⁄16”

112.00083

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 08.2014
© by ABP-Beyerle GmbH

1 ¾”

2”

1½” - 1¾”

5⁄16”

1⁄8”

-US

13⁄16”

4 5⁄16”

3 15⁄16”

 ¼”
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Set Q-Box

Complete sets
for glass doors t = 5/16“ - 1/2“
for wooden doors t = 11/2“ - 13/4“ consisting of:

1 guide profile, aluminum stainless steel optic USO82EO
1 stopper set USO82-S
1 runner profile without drilling holes, satin stainless steel,
USO86.2EF, length: see table
1 pair of bottom rolls, satin stainless steel, USO406EF (glass)
1 pair of bottom rolls, satin stainless steel, USO407EF (wood)
1 Allen key (SW 4,0), 65 20 00.0001
1 installation instruction

Glass set track rail length  passage width
Numbers inch inch
USO390-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO390-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO390-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO390-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

Wood set track rail length  passage width
Numbers inch inch
USO391-1900EF 74 3/16“ 29 1/2“ - 35 7/16“
USO391-2100EF 82 11/16“ 35 13/16“ - 39 3/8“
USO391-2350EF 92 1/2“ 39 3/4“ - 44 1/16“
USO391-2600EF 102 3/8“ 44 1/2“ - 49 3/16“

 Maximum door weight 330 lbs (150 kg)
 adjustable height, + 1/4“
 Please find planning guides and installation instructions 
 at www.ambaproducts.com
+ For special length rails, other individual 
 components and accessories refer to page 66 - 70

Standard set Q-Box for glass and wooden doors

Base bottom roller sets

1 1/16”

3 15/16”

1 13⁄16”R

3 15⁄16”

4 1⁄8”

¼” 3 3⁄8”

1 1⁄16”

3 15⁄16”

113⁄16”R

3 15⁄16”

4 1⁄8”

¼” 3 3⁄8”

-US

1”

1 ¾”

5⁄16” - ½”

5⁄16”

3⁄32”

13⁄16”

1 1⁄8” - 1 ¾”

5⁄16”

3⁄32”

-US

13⁄16”

1”

1 ¾”

+
height 
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Outer inlay - 
black glass, USO281G004
Center inlay - 
white glass, USO280G003

Outer inlay - 
black glass, USO281G004
Center inlay - 
satin stainless steel, USO280EF

Base version
Center inlay - 
satin stainless steel, USO280EF

Outer inlay - 
white glass, USO281G003
Center inlay - 
black glass, USO280G004

Silent Glam
Art. No. Bottom rolls (pair)
 with two decorative inlays (stainless steel)
 glass protection set, 
 1 Allen key (SW 4,0), 65 20 00.0001
USO400EF for glass doors t = 5/16“ - 1/2“
USO401EF for wooden doors t = 11/2“ - 13/4“ 
 adjustable height, + 1/4“
 maximum door weight 330 lbs (150 kg)
 tested according to EN1527 : 2013
 satin stainless steel (AISI 303)

USO181.0001 Additional kit for wood doors

 wood t = 1 5/16“- 1 9/16“

Base bottom rollers

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

US80.1 glass drilling pattern_US

R 1 ¾ "
15⁄16 "15⁄16 "

R 1 ¾ "

1"1"
¾ " ¾ "

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

USO80.2- wood drilling pattern_US

1 5⁄16" 1 3⁄16"1 3⁄16"

 4 "

1"
1 ¾"

4"

 1"

1 5⁄16"1 3⁄16"1 3⁄16"

9⁄16" 9⁄16"

R 1 ¾"R 

USO180-10EF    

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 05.2012
© by ABP-Beyerle GmbH

T

t

USO180-10_US    

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

2 1⁄6" - 24⁄9"

1½" - 24⁄9"

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

ø 3 15⁄16"

3 5⁄16"

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

ø 3 15⁄16"

3 5⁄16"


 tested

+
height 

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

USO80.2- wood drilling pattern_US

1 5⁄16" 1 3⁄16"1 3⁄16"

 4 "

1"
1 ¾"

4"

 1"

1 5⁄16"1 3⁄16"1 3⁄16"

9⁄16" 9⁄16"

R 1 ¾"R 
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Full Moon

Belans

Art. No. Pair of bottom rolls
 glass protection set
 1 Allen key (SW 4,0), 65 20 00.001

USO402EF for glass door t = 5/16“ - 1/2“
USO403EF for wooden door t = 11/2“ - 13/4“

 adjustable height, + 1/4“
 maximum door weight 330 lbs (150 kg)
 satin stainless steel (AISI 303)

Art. No. Pair of bottom rolls
 glass protection set
 1 Allen kay (SW2,5), Z927

USO404EF for glass door t = 5/16“ - 1/2“
USO405EF for wooden door t = 11/2“ - 13/4“
USO183.0002 Additional kit for wood doors
 wood t = 1 5/16“- 1 9/16“
 adjustable height in steps: 
 + 3/64“ / 5/64“ / 1/8“
 maximum door weight 330 lbs (150 kg)
 tested according to EN1527:2013
 satin stainless steel (AISI 303)

Base bottom rollers

1 1⁄8”

4 5⁄16”5⁄16”- ½”

2 3⁄16”

4 5⁄16”1 ½”- 1 ¾”

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

US80.1 glass drilling pattern_US

R 1 5⁄16 "
11⁄16 "11⁄16 "

R 1 5⁄16 "

15⁄16"15⁄16"
11⁄16 " 11⁄16 "

Dimensions in mm are exact - Inches are approximate - Dimensional data not binding. 
© by ABP-Beyerle GmbH - We reserve the right to alter speci�cations without notice
version 05.2012

4 " 4 "

R 1 5⁄16 "
11⁄16 "11⁄16 "

R 1 5⁄16 "

1 5⁄16" 1 3⁄16"
1 3⁄16"

1 5⁄16"1 3⁄16"
1 3⁄16"

9⁄16" 9⁄16"

USO81.2- wood drilling pattern_US

29⁄32”

2 5⁄8”

3 15⁄16”

85

3 3⁄8"

ø 120
ø 4 11⁄16"

USO182_US    

ø 3 3⁄8"  

59,50

2 3⁄8"

27 - 32
1 1⁄16"-1¼"

5⁄16"- ½"
8 - 13ø 85

85

3 3⁄8"

ø 120
ø 4 11⁄16"

USO182_US    

ø 3 3⁄8"  

59,50

2 3⁄8"

27 - 32
1 1⁄16"-1¼"

5⁄16"- ½"
8 - 13ø 85

85

3 3⁄8"

ø 120
ø 4 11⁄16"

USO182_US    

ø 3 3⁄8"  

59,50

2 3⁄8"

27 - 32
1 1⁄16"-1¼"

5⁄16"- ½"
8 - 13ø 85

85

3 3⁄8"

ø 120
ø 4 11⁄16"

USO183_US    

Ø 85
Ø 3 3⁄8"

59,50
2 3⁄8"

                        2 3⁄16" - 2 7⁄16"

38-45
1½"-1¾"

55-62

+
height 

+
height 


 tested
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Q-Box

Deeply Move

Art. No. Pair of bottom rolls
 glass protection set
 1 Allen key (SW 4,0), 65 20 00.0001

USO406EF for glass door t = 5/16“ - 1/2“
USO407EF for wooden door t = 11/2“ - 13/4“

 adjustable height, + 1/4“
 maximum door weight 330 lbs (150 kg)
 satin stainless steel (AISI 303)

Art. No. Pair of bottom rolls
 glass protection set
 1 Allen key (SW 4,0), 65 20 00.0001

USO184EF for glass door t = 5/16“ - 1/2“
USO185EF for wooden door t = 11/2“ - 13/4“

 maximum door weight 176 lbs (80 kg)
 satin stainless steel (AISI 303)

Base bottom rollers

1 1⁄8”

4 5⁄16”5⁄16”- ½”

3 3⁄8”

2 3⁄16”

4 5⁄16”1 ½”- 1 ¾”

3 3⁄8”

1 9⁄16”

2 9⁄16”1 ½”- 1 ¾”

2 3⁄16”

1 9⁄16”

2 9⁄16”5⁄16”- 3⁄8”

1 1⁄16”

1 29⁄32”

5⁄16”

3 15⁄16”

1 13⁄16”1 13⁄16”

1 1⁄16”

3 15⁄16”

+
height 
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Track rails

Rail Econoline 13/4“ / 1“, aluminum - stainless steel optic, for ceiling or wall mount (wall angles required)

for single doors:

Art. No. profile length passage width

USO82 - 1900EO 74 3/16“ 29 1/2“ - 35 7/16“

USO82 - 2100EO 82 11/16“ 35 13/16“ - 39 3/8“

USO82 - 2350EO 92 1/2“ 39 3/4“ - 44 1/16“

USO82 - 2600EO 102 3/8“ 44 1/2“ - 49 3/16“

Aluminum - stainless steel optic 13/4“/1“

28 ½"

74 13⁄16"

-US

28 ½"5 7⁄8" 215⁄16" 5 7⁄8"215⁄16"

82 11⁄16"

92 ½"

102 3⁄8"

118 1⁄16"

5 7⁄8" 215⁄16"

5 7⁄8" 215⁄16"

5 7⁄8" 215⁄16"

5 7⁄8" 215⁄16"

5 7⁄8"215⁄16"

5 7⁄8"215⁄16"

5 7⁄8"215⁄16"

5 7⁄8"215⁄16"

21 5⁄8" 21 5⁄8" 21 5⁄8"

24 15⁄16" 24 15⁄16" 24 15⁄16"

28 3⁄16" 28 3⁄16" 28 3⁄16"

25 1⁄16" 25 1⁄16" 25 1⁄16" 25 1⁄16"

For two door panels, two pieces with coupling:

Art. No. profile length passage width

USO82 - 3750EO 147 7/12“  59 “ - 70 7/8“

-US

5 7⁄8" 215⁄16" 5 7⁄8"215⁄16"

236 3⁄16"

Rail Econoline 13/4“ / 1“, custom-made:
Please note distance B

Base bottom rollers

Drilling distance

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
© by ABP-Beyerle GmbH

150 15075 75

A max. 6000 

B B B B

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
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150 15075 75

A max. 6000 

B B B B

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
© by ABP-Beyerle GmbH

150 15075 75

A max. 6000 

B B B B

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
© by ABP-Beyerle GmbH

150 15075 75

A max. 6000 

B B B B

max. 106 1/4“ 
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Rail Comfortline 2 23/64“ / 2 19/32“, custom-made:
Please note distance B

Ceiling rails
Aluminum - stainless steel optic 2 23/64“ / 2 19/32“, two parts

Drilling distance

Rail Comfortline 2 23/64“ / 2 19/32“, aluminum - stainless steel optic, for ceiling or wall mount and for subsequent installation 
of suspended ceilings.

for single doors:

Art. No. ceiling fixture Art. No. wall fixture profile length passage width

USO408 - 1900EO USO409 - 1900EO 74 3/16“ 29 1/2“ - 35 7/16“

USO408 - 2100EO USO409 - 2100EO 82 11/16“ 35 13/16“ - 39 3/8“

USO408- 2350EO USO409- 2350EO 92 1/2“ 39 3/4“ - 44 1/16“

USO408- 2600EO USO409- 2600EO 102 3/8“ 44 1/2“ - 49 3/16“

22 5⁄16"

74 13⁄16"

-US

22 5⁄16"3 15⁄16" 3 15⁄16"

82 11⁄16"

102 3⁄8"

118 1⁄16"

236 3⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

24 15⁄16" 24 15⁄16" 24 15⁄16"

23 5⁄8" 23 5⁄8" 23 5⁄8"

27 9⁄16" 27 9⁄16" 27 9⁄16" 27 9⁄16"

28 9⁄16" 28 9⁄16" 28 9⁄16" 28 9⁄16" 28 9⁄16" 28 9⁄16" 28 9⁄16" 28 9⁄16"

22 5⁄16"

23 5⁄8"

Base bottom roller sets

-US

236 3⁄16"

3 15⁄16" 3 15⁄16"

For two door panels, two pieces with coupling:

Art. No. profile length passage width

USO408 - 3750EO 147 7/12“  59 “ - 70 7/8“ 

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
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150 15075 75

A max. 6000 

B B B B

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
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150 15075 75

A max. 6000 

B B B B

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
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150 15075 75

A max. 6000 

B B B B

USO82-Sonder 

Technische Änderungen vorbehalten - Maßangaben in mm - Stand 07.2014
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150 15075 75

A max. 6000 

B B B B

max. 106 1/4“ 
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End caps for rail

Door stopper
with connecting set

Art. No. Pair of end caps 
 for rail Econoline 13/4“/1“
USO412-EK for clipping, plastic

Art. No. Pair of End caps 
 for rail Econoline 2 3/8“/2 19/32“
USO84-EK1 for clipping, plastic

Wall mount

Art. No. Mounting bracket for wall fixture 
 for mounting the ceiling track rail
 at the wall
USO282 - 25EO for glass doors AL = 1“ 
USO282 - 35EO for glass doors AL = 1 3/8“
USO282 - 45EO for wooden doors, AL = 1 3/4“
 aluminum, stainless steel optic

Base bottom roller sets

Art. No. Door stopper with connection set
 for rail Econoline 13/4“/1“ (pair)
USU365-S set for glass door t = 5/16“ - 1/2“
USU366-S set for wooden door t = 11/2“ - 13/4“
 aluminum / rubber buffer

Art. No. Door stopper (pair) with connection set
 for rail Comfortline 23/8“/2 19/32“
USO413-S set for glass door t = 5/16“ - 1/2“
USO414-S set for wooden door t = 11/2“ - 13/4“
 aluminum / rubber buffer

1 3⁄8”

1 ¾”

¼”

15⁄16”

1”

1 3⁄16”

2”

5⁄8”

11⁄16”

1 3⁄16”

1 ¾”

1”

1”

1 ¾”

1⁄8”

2 19⁄32”

2 3⁄8”

1⁄8” 2 19⁄32”

2 3⁄8”

1⁄8”
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Soft-Close mechanism

Brush seal

Base bottom roller sets

Art. No.  Brush sealing for track rail Comfortline  2 23/64“ / 2 19/32“
 profile length
USO419-1900-K L: 74 3/16“  seal (pair)  for glass door t = 5/16“ - 25/64“
USO419-2100-K L: 82 11/16“  seal (pair)  for glass door t = 5/16“ - 25/64“
USO419-2350-K  L: 92 1/2“  seal (pair)  for glass door t = 5/16“ - 25/64“
USO419-2600-K  L: 102 3/8“  seal (pair) for glass door t = 5/16“ - 25/64“

USO420-1900-K  L: 74 3/16“  seal (pair) for glass door t = 7/16“ - 33/64“
USO420-2100-K  L: 82 11/16“   seal (pair) for glass door t = 7/16“ - 33/64“
USO420-2350-K  L: 92 1/2“  seal (pair) for glass door t = 7/16“ - 33/64“
USO420-2600-K  L: 102 3/8“   seal (pair) for glass door t = 7/16“ - 33/64“

USO421-1900-K  L: 74 3/16“   seal (pair) for wooden door
USO421-2100-K  L: 82 11/16“   seal (pair) for wooden door
USO421-2350-K  L: 92 1/2“  seal (pair) for wooden door
USO421-2600-K  L: 102 3/8“   seal (pair) for wooden door

Art. No. Soft-Close mechanism (pair)
 including activator 
 for track rail Comfortline 2 23/64“ / 2 19/32“
 plastic housing

 Soft-Close mechanism (left/right)
 for glass door t = 5/16“ - 1/2“
USO415-K maximum door weight 176 lbs (80 kg)
 L = 13 3/4“
USO416-K maximum door weight 
 176 lbs to 264 lbs (80 to 120 kg)
 L = 17 11/16“

 Soft-Close mechanism (left/right)
 for wooden door t = 11/2“ - 13/4“
 L = 13 3/4“
USO417-K maximum door weight 176 lbs (80 kg)
USO418-K maximum door weight 264 lbs (120 kg)
 L = 17 11/16“

Soft-Close mechanism catches the door panel as it is being closed and pulls it to a defined stopping 
point. This prevents the door from slamming into stoppers and bouncing back or jumping off the track. 
Please note the various Soft-Close mechanisms which are defined by the weight of the door.

1 3⁄16”17 11⁄16”

1”

13 3/4“ / 17 11/16“
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Bottom track rail

Bottom track rail 25/32“ x 1/4“, without drill holes, for gluing on the floor,
satin stainless steel (AISI 304)

For single door panel:

Art. No.  track rail length passage width

USO86.2 - 1900EF 74 3/16“ 29 1/2“  -  35 7/16“

USO86.2 - 2100EF 82 11/16“ 35 13/16“  -  39 3/8“

USO86.2 - 2350EF 92 1/2“ 39 3/4“  -  44 1/16“

USO86.2 - 2600EF 102 3/8“ 44 1/2“  -  49 3/16“

For two door panels, with coupling

Art. No.  track rail length passage width

USO86.2 - 3750EO 147 7/12“ 59 “ - 70 7/8“

Custom made:
Please note the length of the bottom rail.

Bottom track rail 25/32“ x 1/4“, with drill holes for countersunk head screw, 
satin stainless steel (AISI 304) 

For single door panel:

Art. No.  track rail length passage width

USO86.1 - 1900EF 74 3/16“ 29 1/2“  -  35 7/16“

USO86.1 - 2100EF 82 11/16“ 35 13/16“  -  39 3/8“

USO86.1 - 2350EF 92 1/2“ 39 3/4“  -  44 1/16“

USO86.1 - 2600EF 102 3/8“ 44 1/2“  -  49 3/16“

For two door panels, with coupling

USO86.1 - 3750EO 147 7/12“ 59 “ - 70 7/8“

74 13⁄16"

-US

82 11⁄16"

92 ½"

102 3⁄8"

118 1⁄16"

24 15⁄16"

74 13⁄16"

-US

24 15⁄16"3 15⁄16" 3 15⁄16"

82 11⁄16"

92 ½"

102 3⁄8"

118 1⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

3 15⁄16"

24 15⁄16" 24 15⁄16" 24 15⁄16"

21 1⁄8" 21 1⁄8" 21 1⁄8"

23 5⁄8" 23 5⁄8" 23 5⁄8" 23 5⁄8"

22 1⁄16" 22 1⁄16" 22 1⁄16" 22 1⁄16" 22 1⁄16"

24 15⁄16"

21 1⁄8"

24 15⁄16"

Base bottom roller sets

-US

118 1⁄16"
-118 1⁄16"

118 1⁄16"
>118 1⁄16"

118 1⁄16"

-US

118 1⁄16"
-118 1⁄16"

118 1⁄16"
>118 1⁄16"

118 1⁄16"

-US

118 1⁄16"
-118 1⁄16"

118 1⁄16"
>118 1⁄16"

118 1⁄16"

-US

118 1⁄16"
-118 1⁄16"

118 1⁄16"
>118 1⁄16"

118 1⁄16"

Costom made: 
Please note the length of the rail and distance between the drillholes.

max.

max.
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