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Installation instruction Belans
Sliding door fittings Econoline
for glass door ( t 8 - 12 mm ) 

Complete-set

Set-Nr. mm mm mm mm

112.00128 1900 725 750 – 900 1900

112.00129 2100 550 910 – 1000 2100

112.00130 2350 633/634 1010 – 1120 2350

112.00131 2600 717/716 1130 – 1250 2600
ABP-Beyerle GmbH

Im Schollengarten 24b, D-76646 Bruchsal (Germany)
Tel. +49-(0) 7257/9127 - 0, Fax +49-(0) 7257/9127 - 29, Email info@abp-beyerle.de, www.abp-beyerle.de

Complete-Set optional
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according to handle ! 
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glass door 8 - 12 mm
ESG-Glas

max. 150 kg
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Before mounting check the
condition of the ceiling/wall and use
the correct anchors and screws
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Make door handle clearance
so that �ngers do not get
pinched when the door is used!

Comply with all general safety
regulations when installing the
sliding door fittings!

Installation to be completed by
qualified licensed contractor.

Be sure to tighten all screw
connections one week after starting
to use the sliding door fittings!

 Never use scouring agents to clean
the sliding door fittings; rather use
commercially available stainless-
steel cleaners!
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adjustable height in steps
0, +1, +2, +3 mm

Installation instructions for Belans  
Sliding door fittings Econoline for glass door (t 8 - 12 mm )
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Mounting of the rollers
always facing the wall




